
         

DESCRIPTION ENGINE / TRACTOR TYPE SIZE REFERENCE

NUMBER

PISTON    Ø98.00 mm 982 L / 983 L / 984 L / 986 L STD 0.036.0060.6

PISTON    Ø98.50 mm Vehicle:  Aurora 45 - Condor C 0.50 0.036.0061.6

Delfino 35/35F - Drago 100

PISTON    Ø99.00 mm Ranger 45/54FR - Falcon 50C 1.00 0.036.0062.6

Vigneron 35/45/55- Minitauro 60 

Fox 35/45/55 - Solaris 35/45/55

654- C352- C 362- C 453- C 553

R 235 - R 550 - R 550 DT

PISTON    Ø98.00 mm 985 STD 0.041.0060.6

PISTON    Ø98.50 mm Vehicle:  Panther 88 0.50 0.041.0061.6

PISTON    Ø99.00 mm 1.00 0.041.0062.6

PISTON    Ø98.00 mm 983 P / 984 P / 986 P STD 0.053.0060.6

PISTON    Ø98.50 mm 0.50 0.053.0061.6

PISTON    Ø99.00 mm 1.00 0.053.0062.6

PISTON    Ø100.00 mm 1003 P / 1004 P / 1006 P STD 0.072.0060.6/10

PISTON    Ø100.50 mm Vehicle:  Tiger Six 105 0.50 0.072.0061.6/10

Corsaro 70 FR - Laser 110 HP

PISTON    Ø101.00 mm Solar 55 C - Condor 55 1.00 0.072.0062.6/10

Vigneron 70 - R 714 

PISTON    Ø100.00 mm FL 1002 / FL 1003 STD 0.311.0060.6/10

PISTON    Ø100.50 mm 0.50 0.311.0061.6/10

PISTON    Ø101.00 mm 1.00 0.311.0062.6/10

PISTON    Ø103.00 mm 916.4 A / 916.6 W STD 0.069.0060.6

PISTON    Ø103.50 mm 0.50 0.069.0061.6

PISTON    Ø103.00 mm 1.00 0.069.0062.6

ADA MOTOR LTD PISTON

10 7034 (STD)

10 7034 (050)

10 7034 (100)

10 7024 (STD)

10 7024 (050)

10 7024 (100)

10 7022 (100)

10 7030 (STD)

10 7030 (050)

10 7030 (100)

10 7020 (STD)

10 7020 (050)

10 7020 (100)

SAME / LAMBORGHINI

NUMBER

ADA MOTOR

10 7021 (STD)

10 7021 (050)

10 7021 (100)

10 7022 (STD)

10 7022 (050)
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DESCRIPTION ENGINE / TRACTOR TYPE SIZE REFERENCE

NUMBER

PISTON    Ø105.00 mm 1054 P / 1055 P / 1056 P STD 0.073.0060.6

0.046.0060.6

PISTON    Ø105.50 mm Vehicle: Buffalo 130- Panther 95 0.50 0.073.0061.6

Centurion 75/75 EX/75 SP 0.046.0061.6

PISTON    Ø106.00 mm Jaguar 95/100- Leopard 85/85 EX 1.00 0.073.0062.6

Laser 85/100/110/130 0.046.0062.6

Mercury 85 EX/85 SP

Row Crop 80/85 - Saturno 80

Centauro 70 - Trident 130

Drago 120- R 955- R 784- R 754

R 854- C754- R1156

PISTON    Ø105.00 mm 1052 LP / 1053 L / 1054 L / STD 0.038.0060.6

1055 L / 1056 L

PISTON    Ø105.50 mm 0.50 0.038.0061.6
Vehicle: Buffalo 120- Saturno 80

PISTON    Ø106.00 mm Minitauro 60/60 FR/C - Taurus C 1.00 0.038.0062.6

PISTON    Ø105.00 mm 1054 PT / 1056 PT / 1056 PS / STD 0.052.0060.6/10

1056 PTI

PISTON    Ø105.50 mm 0.50 0.052.0061.6/10
Vehicle: Laser 90- Leopard 90 T

PISTON    Ø106.00 mm Hercules 160 - Galaxy 170 1.00 0.052.0062.6/10

Laser 150

PISTON    Ø105.00 mm 1000.3 A / 1000.3 A5 / 1000.4 A STD 0.086.0060.6/30

1000.4 A1/ 1000.4 A4/ 1000.6 A 

PISTON    Ø105.50 mm 1000.3 W/ 1000.4 W/ 1000.6 W 0.50 0.086.0061.6/30

PISTON    Ø106.00 mm Vehicle: Explorer 70SP/80SP 1.00 0.086.0062.6/30

Explorer 60/60SP/70C/80C

Antares 110 - Argon 50/60

Dorado 60/70 - Aster 60 

Silver 80/100 - Cross Basso 774

Row Crop 100 - Frutteto 60/75

Rock 55/60/70 - Vigneron 62/75

Sprint 674.70 - Grimper 570  

Formula 115 - Premium 1060

ADA MOTOR LTD PISTON

NUMBER

10 7025 (100)

10 7023 (STD)

10 7025 (STD)

10 7025 (050)

SAME / LAMBORGHINI

10 7023 (050)

10 7023 (100)

10 7028 (STD)

10 7028 (050)

10 7028 (100)

10 7026 (100)

ADA MOTOR

10 7026 (STD)

10 7026 (050)
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DESCRIPTION ENGINE / TRACTOR TYPE SIZE REFERENCE

NUMBER

PISTON    Ø105.00 mm 1000.3 A / 1000.3 A5 / 1000.4 A STD 0.379.0060.6

1000.4 A1 / 1000.4 A3 /  

PISTON    Ø105.50 mm 1000.4 A4 / 1000.4 A5 / 1000.6A 0.50 0.379.0061.6

1000.6 A1/ 1000.4 W/ 1000.6WT

PISTON    Ø106.00 mm 1.00 0.379.0062.6
Vehicle: Krypton 80/F78

Rubin 120 - Silver 110

C774-80 - R774-80 - Agile 880 

Sprint 674.70 - Grimper 570

R674-70, Sprint 684-685

Premium 1060 - 110

PISTON    Ø105.00 mm 1000.3 AT / 1000.3 AT-POT / STD 0.338.0060.6/20

1000.4 AT / 1000.4 AT2 / 0.338.0060.A/ B

PISTON    Ø105.50 mm 1000.4 ATG / 1000.4 ATI / 0.50 0.338.0061.6/20

1000.4 ATI1 / 1000.4 ATIG / 0.338.0061.A/ B

PISTON    Ø106.00 mm 1000.4 ATIS / 1000.6 AT 1.00 0.338.0062.6/20

0.338.0062.A/ B
Vehicle: Frutteto II 85 - Aster 70

Explorer 90SP- Antares 100/130

Argon 70 - Silver 90/100  

Crono 554/574/700 

PISTON    Ø105.00 mm 1000.4 WT / 1000.6 WT STD 0.087.0060.6/30

1000.4 WTI / 1000.6 WTI

PISTON    Ø105.50 mm 0.50 0.087.0061.6/30
Vehicle: Premium 1050

PISTON    Ø106.00 mm Plus 990F - Formula 105T 1.00 0.087.0062.6/30

Silver 130 - Row Crop 100

PISTON    Ø105.00 mm 1000.4 WT / 1000.6 WT STD 0.382.0060.A 

PISTON    Ø105.50 mm 0.50

PISTON    Ø106.00 mm 1.00

PISTON    Ø105.00 mm 1000.4 WT / 1000.6 WT STD 0.O68.0060.A

PISTON    Ø105.50 mm 0.50

PISTON    Ø106.00 mm 1.00

ADA MOTOR LTD PISTON

10 7031 (STD)

10 7037 (STD)

10 7031 (100)

10 7036 (STD)

10 7036 (050)

10 7036 (100)

10 7027 (STD)

10 7037 (050)

10 7037 (100)

10 7031 (050)

10 7027 (050)

10 7027 (100)

10 7029 (STD)

10 7029 (050)

10 7029 (100)

SAME / LAMBORGHINI

ADA MOTOR

NUMBER
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DESCRIPTION ENGINE / TRACTOR TYPE SIZE REFERENCE

NUMBER

PISTON    Ø105.00 mm 1000.4 WT / 1000.6 WT STD 0.099.0060.A/B

PISTON    Ø105.50 mm 0.50

PISTON    Ø106.00 mm 1.00

PISTON    Ø105.00 mm 1000.6 ATI / 1000.4 WTI STD 0.383.0060.A/B

1000.6 WTI / 1000.6 WTIR 

PISTON    Ø105.50 mm 0.50
Vehicle: Laser 130/150

PISTON    Ø106.00 mm Silver 160/180- Titan 150/160/190 1.00

Supertitan - Titan 145/165

Rubin 150/160/180/200

PISTON    Ø105.00 mm 1000.6 ATI / 1000.6 WTI STD 0.340.0060.6/10 

1000.6 WTIR / 1000.6 WTIS 0.340.0060.A/B

PISTON    Ø105.50 mm 0.50
Vehicle: Titan 145/150/160/190

PISTON    Ø106.00 mm R150 - R165 - R190 1.00

PISTON    Ø105.00 mm 1000.4 WTI / 1000.6 WTI STD 0.O55.0060.A

PISTON    Ø105.50 mm 0.50

PISTON    Ø106.00 mm 1.00

PISTON    Ø110.00 mm 3W / 4WT / 5WT / 6WT STD 0.058.0060.6

Vehicle: H360 / H470 / H480

H5110 / H6130 / H6136

10 7040 (100)

10 7039 (STD)

ADA MOTOR

NUMBER

10 7040 (STD)

10 7040 (050)

10 7035 (STD)

10 7035 (050)

10 7033 (100)

10 7033 (050)

10 7033 (STD)

10 7035 (100)

10 7038 (STD)

10 7038 (050)

10 7038 (100)

ADA MOTOR LTD PISTON SAME / LAMBORGHINI

Sayfa 4


